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FENDER ELIMINATOR > -
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n“36413 We at Rumble Concept encourage all installations to by performed
by a PROFESSIONAL. If you choose to install this product yourself,
H aya b usa G SXR 1 300 200 8_20 1 1 please read all instructions and take all appropriate safety measures
\ ) to ensure the proper and safe installation of your new Fender kit. )
i i N
Before installation: our fender eliminator have been designed for modification purposes, we are not responsible for the use or
misuse of any products, or verification of the local department of motor vehicules.
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Included: o “*After any installations or modifications, the
1x Fender Eliminator Bracket fender eliminator not retumable. We are not
;; t;zg:gg p:::: ggr:ws * nuts responsible for any damages to the part
P during the installation process, or to the
4x Flenge bolts FA27961 . . . .
bike (including the stock undertail part).
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1. Remove front and rear seat.
2. Gently take off the tail section part.

3. Unplug license plate light on the left side.

4. Remove the rear mud-guard ( 4 bolts )

5. Install your new fender with the flange bolts provided, we recomande the use of “Blue lock tite” or any
similar product DO NOT use “red” one (permanent)..

6. Connect your license plate light by driving the wires through the original passage, we suggest
to not cut the connectors on the bike, just splice behind connectors, that will do the job.

7. Have a good ride..




